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SIDE LOAD CASE PACKER 

Streamlining Production Through Automation™

SIDE LOAD CASE PACKER

THE SIDE LOAD CASE PACKER HANDLES RSC BLANKS 

AND LOADS THE PRODUCT THROUGH FLAP OPENERS 

INTO THE END ON TOP OF THE CASE, IN A FAST AND 

EFFICIENT MANNER TO ENSURE TROUBLE-FREE 

OPERATION. 

KNOCK DOWN CASE BLANK

All pictures shown are for illustration purpose only. 
Actual product may vary.



SIDE LOAD CASE PACKER

Massman Automation Designs, LLC

1010 East Lake Street, Villard, MN 56385
Call 320.554.3611
Fax 320.554.2650

sales@massmanllc.com
service@massmanllc.com

www.massmanllc.com

Streamlining Production Through Automation™

SPECIFICATIONS STANDARD OPTION ADDITIONAL OPTIONS

CASE BLANK CAPABILITIES Knock down (KD) type case blanks Tray style case blanks

Harness style case blanks 

Full over lapping fl aps (FOL)

INFEED OPTIONS Lane divider with grouping (ideal for bottles & jugs)

High speed rotary upstacker (ideal for cartons)

Low speed bump upstacker (ideal for cartons)

Flood feed (ideal for cans)

Racetrack infeed (ideal for cartons & sleeved product)

Indexing paddles (ideal for cartons & sleeved product)

PRODUCT LOADING Servo driven cross push mechanism

MAGAZINE 3’ standard power-feed magazine 6’ power-feed magazine

Low level magazine

Dual blank magazine

Opposing cup case setup

GLUE SYSTEM NORDSON ProBlue® Series or Tape Inside manufacturers fl ap

Inline compression of manufacturers fl ap

GUARD DOORS Aluminum extruded frame with 1/4” clear or dark 

acrylic panels

Stainless steel mesh panels

FRAME 3”x3”x1/4”  wall tubular mild steel frame 300 series stainless steel

FRAME FINISH Powder-coat polyester resin fi nish

ELECTRICAL Allen Bradley Human Machine Interface (HMI) Allen 

Bradley Panel View 700 with ethernet capabilities 

(wago)

Allen Bradley compact logix PLC with ethernet capa-

bilities

Allen Bradley guard door switches (interlock doors)

Bosch indramat servo motors and drives

Allen Bradley 3-color light stack with audible alarm

NEMA 12 electrical enclosure with external power 

receptacle and computer port

Interface wireway

Category III safety circuit

480 VAC, 3ø, 60 Hz

Allen Bradley PV 1000+ ethernet capabilities

Allen Bradley control logix PLC with ethernet capabilities

Allen Bradley Kinetic 6000 servo motors and drives

NEMA 4x electrical enclosures and standards

240 VAC, 3ø, 60 Hz

PNEUMATICS Busch dry vane vacuum pump

SMC valves and cylinders

Parker fi ttings

Venturi vacuum generators

Centralized enclosure

ADJUSTMENTS Digital indicator with handwheels

Power adjustment for movements over 12”


